UMS Space

solutions for New
Space, LEO, GEO,
deep space missions,
Earth observation

and communigations -

A long heritage with more than 100 000 flying MMICs.

* GaAs and GaN state of the art proprietary technologies,

* Catalog products in bare die or package,
* Foundry services,
* ASIC design service.

GaN and GaAs processes from
DC to 100GHz

B GaN HEMT
B GaAs low noise and power pHEMT, MESFET,
Schottky diode,and HBT

B Some parts of manufacturing process are Space
Qualified (QML*)

Our hermetic metal ceramic SMD
packaged products exhibit high reliability
and electrical performance.

B Operation up to Ka-Band

B Hermetic sealing

B Space qualified process

B Traceability

B Compatibility with many parts

of our catalog

CONQUER SPACE

WITH UMS

B Large range of standard COTS products for
New Space, in bare die form or packaged in
QFN.

B Class S / Hi-Rel products

* Catalog GaAs and GaN bare die & MMICs
with WAT/LAT qualification.™*

* Specific range of off-the-shelf products in
hermetic packages.

B Development of MMICs according to
specifications

B Open Foundry services on processes
qualified for Space to design your
own products

B New commercial Space flow for LEOneeds

For New Space projects, benefit from UMS' space
experience and dedicated support with full or
optimised specific qualification flows.

* https://escies.org/webdocument/showArticle?id=727&groupid=4

** Based on standards ESA/ESCC 9010 specifications
and MIL-PRF-38354 (see last page).

- FROM OUR TECHNOLOGY TO YOUR SUCCESS
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UMS technologies qualified for space from DC to 100GHz

Our products are manufactured on UMS proprietary technologies qualified for space.These technologies are
available to design your own MMIC via our foundry service.
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Industrial technologies
qualified for
Space

ULRC - Passive GaAs

(1) Not open in foundry mode; for power bar only
(2) Space evaluated technologies according to ESA/ESCC 9010 standard

B Process Design Kit (PDK) on request for MMIC designers together with Full Foundry Service offer from
wafer fabrication up to fully qualified parts delivery

UMS hermetic packages:

UMS propose hermetic metal ceramic packaging solutions for space:

B SMD Unleaded B SMD Unleaded B Ceramic flange mount B Ceramic flange mount
hermetic metal ceramic hermetic metal ceramic package (SYA) package (SYC)
2
éx6mm?* (FAB) 7x7mm? (FDB) M ESA ESCC Space qualified M ESA ESCC Space

product (QPL) qualified product (QPL)



Hi-Rel Space

Qualification
Flow

UMS offers catalogue products, ASIC and Foundry service for space use.The S Class space
products are qualified for Flight Model and processed on ESA evaluated technologies.

Discrete Die Lot Qualification based on ESA/ESCC 9010 and MIL-PRF-38534, Table C-II

TEST TEST CONDITIONS TESTED SAMPLES
100% DC & RF testing As per data sheet or detail specification 100%
Visual inspection MIL-STD-883 Method 2010, Cond.A 100%

Wire bond evaluation

MIL-STD-883 Method 201 |

20 (I failure allowed)

Die shear test

MIL-STD-883 Method 2019

5 (0 failure allowed)

SEM MIL-STD-883 Method 2018 4

TEST TEST CONDITIONS TESTED SAMPLES
Device mounting Sampling for element evaluation 12
Internal visual inspection MIL-STD-883 Method 2010, Cond.A 12

Initial electrical test

As per data sheet or detail specification

10 + 2 reference part

240H @Tj=175°C for GaAs (or Ta max= 125°C), DC biased

240H @Tj=200°C for GaN (or Ta max= 125°C), DC biased 10

Burn in

Post burn in electrical test As per data sheet or detail specification 10 + 2 reference part

1000H @Tj=175°C for GaAs (or Ta max= 125°C), DC biased
1000H @Tj=200°C for GaN (or Ta max= 125°C), DC biased

Steady-state life 10

Final electrical test As per data sheet or detail specification 10 (O failure allowed)

UMS also introduced recently a Commercial Space flow specificaly for LEO needs
about products in QFN package.

* A re-inforced Control Plan is applied for QFN packaging.
* A full dedicated screening is proposed and a LAT may be added optionnally:

STEP TEST CONDITIONS TESTED SAMPLES
Traceability Assembly date code vs wafer lot Assembly date code vs wafer lot
Assembly control Plan Re-inforced Control Plan 100%
Thermal Cycling 10 cycles 100%
C-SAM JEDEC JESD22 Al I 3E & ] STD020C 100%
DC/RF measurement As per datasheet 100%
External visual Inspection MIL-STD-883 Method 2009 100%
LAT (in option) Endurance Test 1000h @Tjmax |0 sample +2 ref

Contact us: UMS SAS - EMEA

Ph:+33 1 69 86 32 00
ktsales@ums-rf.conj

UMS USA, Inc. - America
Ph:+1 781 791 5078
philippe.labasse@ums-rf.com|

UMS - Asia
Ph: +65 9298 8316
thomas.vacher@ums-rf.con

Worldwide distributor:
Richardson RFPD

Wwww.richardsonrfpd.con]
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